
Wireless Printer with 
Smartphone Copy
PIXMA TS307a combines form and function with breakthrough design. 
With a flat-top surface that doubles up as a document scan table, anyone 
with a smartphone can make high quality copies easily.

CONNECTIVITYBORDERLESS 
PHOTO PRINTING

HIGH PAGE YIELD LOW-COST 
CARTRIDGES

EASY DIRECT CONNECTION

One touch is all you need to connect  
PIXMA TS307a to your smartphone via Wi-Fi.

XL CARTRIDGES FOR  
HIGHER YIELD
Choose between ink cartridges of different 
page yields, depending on your usage 
requirements.

SMARTPHONE COPY

Now you can easily copy your document 
or photo with your smartphone via the  
Canon PRINT app.

* Image shown is for illustration purpose only.
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Maximum Printing Resolution*1 4,800 (horizontal) x 1,200 (vertical) dpi 

Print Speed*2
ESAT/Simplex (Mono/Colour) 7.7 / 4 ipm

Photo, 4 x 6” (PP-201/Borderless*3) 65 sec

Auto 2-Sided Printing Yes
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Maximum Input Capacity Rear Tray
Plain Paper (A4, LTR, 64 g/m2): 60 sheets

Photo Paper Plus Glossy (PP-201, PP-208, 4 x 6”): 20 sheets
Photo Sticker (PS-208): 1 sheet

Media Size*4 Rear Tray

A4, LTR, 4 x 6”, 5 x 7”

[Custom Size]
Width: 89 - 215.9 mm
Length: 127 - 676 mm

Media Type Rear Tray
Plain Paper (64 - 105 g/m2)

Photo Paper Plus Glossy II (PP-201, PP-208) 
Photo Sticker (PS-208)
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Operating System 
Compatibility

Please visit https://asia.canon/support 
to confirm OS compatibility and to 
download the latest drivers.

Windows 11 / 10 / 8.1 / 7 SP1*5 ,
macOS 11.7.6 ~ 14 or later,

Chrome OS 

Connectivity
Network Wireless LAN IEEE802.11b/g/n

Interface USB 2.0

Canon Printing Apps
Mobile Canon PRINT, Easy-PhotoPrint Editor, Creative Park

Others PosterArtist Lite, PosterArtist (Web)

Mobile/Cloud Printing Solutions AirPrint, Mopria, Canon Print Service (Android), Direct Wireless, Cloud Service

Power AC 100 – 240 V,  50/60 Hz

Power Consumption*6 10 W (Standby: 2.1 W)

Recommended Monthly Print Volume 10 – 80 pages

Dimensions (WxDxH) 430 x 282 x 143 mm

Weight 2.9 kg
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Ink Cartridges

Type/Colours
Pigment Ink / Black 

Dye-Based Ink / Colour

Page Yield*7 

A4 Plain Paper, Pages

PG-745S: 100 / CL-746S: 100
Optional: 

PG-745: 180 / CL-746: 180
PG-745XL: 300 / CL-746XL: 300

4 x 6” Photo Paper  
(PP-201), Sheets

PG-745S: 835*8 / CL-746S: 32
Optional: 

PG-745: 1,445 / CL-746: 55
PG-745XL: 2,720*8 / CL-746XL: 90
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*1 Ink droplets can be placed with a pitch of 1/4800 inch at minimum.

*2 Document print speeds are the averages of ESAT (Word, Excel, PDF) in Office Category Test for the default simplex mode, ISO/IEC 24734.  
Photo print speed is based on the default setting using ISO/JIS-SCID N2 on Photo Paper Plus Glossy II and does not take into account data processing time on host computer.  
Print speed may vary depending on system configuration, interface, software, document complexity, print mode, page coverage, type of paper used etc.

*3 Paper types NOT supported for borderless printing are as follows: Envelope, High Resolution Paper, T-Shirt Transfer, Photo Stickers.

*4 F4 is possible via custom size settings. 

*5 Operation can only be guaranteed on a PC with a pre-installed Windows 7 or later. 

*6 Declared yield value in accordance with ISO/IEC 24711 (for A4) using ISO/IEC 24712 test file, and ISO/IEC 29102 (for 4 x 6”) using ISO/IEC 29103 test file. Values obtained by continuous printing.

*7 Estimated supplemental yield.
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